
CASADECK ASH MIXDURE

CASADECK HAS A TEXTURED MATTE 

SURFACE THAT LOOKS AND FEELS 

GREAT WITH THE ADDED BENEFIT

OF A HIGH NON-SLIP RATING

This refined range is a safe, sustainable choice for your family and the environment. Made from a trusted blend of 

recycled wood fibers and high-quality recycled PVC. CasaDeck has excellent non-slip properties and a textured brushed 

finish with a sealed underside surface for extra moisture resistance. MixDure colour technology gives a soft tonal variation 

throughout the boards to disguise daily wear and tear. Light marks can be evened out with the use of a soft brush.

CasaDeck 

CasaDeck is perfect for relaxed outdoor living

A popular choice for both family homes and

commercial projects such as childcare centres

CALL NZ: 0800 77 88 77

AUSTRALIA:  1800 722 465

WWW.OUTDURE.COM
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ATTRIBUTES

•  UV RESISTANT 

• HIGH NON-SLIP RATING P5

• RECYCLED COMPOSITION

• MOISTURE RESISTANT

• SPLINTER-FREE, NAIL-FREE  

• NO STAINING, OILING, PAINTING

• FAST DIY FRIENDLY INSTALL

• LOW MAINTENANCE

• TERMITE AND PEST PROOF  

• EASILY ACHIEVE A LEVEL

 FLUSH-FINISH BETWEEN

 INTERIOR FLOOR AND DECK

• COMPREHENSIVE WARRANTY

BOARD DIMENSIONS

SOLID: 138X23X2800   

TRIM/FASCIA: 180X15X2800MM  

Please refer to actual samples 

for accurate colours and texture. 

DURABLE ACCESSORIES

Designed for fast, easy installation. 

Patented hidden QwickClips hold the 

boards into place. To minimise waste, 

lay in a staggered board layout.

QWICKGRATES

Global Green Tag certified aluminium 

QwickGrates for ventilation and access 

MATTE BLACK / SILVER FINISH

DIMENSIONS: 138X23X2800MM  

DECK STRUCTURE

CasaDeck can be installed on a

traditional timber sub-frame, or 

QwickBuild aluminium framing system.

CasaDeck

FOR A DURABLE, STRUCTURAL

SOLUTION INSTALL CASADECK

ON QWICKBUILD SYSTEM

www.outdure.com

CASADECK ALMOND MIXDURE


