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ResortDeck has superior UV protection, fade and mould resistance + are splinter-free and nail-free. The boards do not
leech, there is no need for staining, oiling or painting. Available in six natural colours to compliment all architectural styles.
The subtle colour variation is the result of a colourmix technology making every board unique. The core is 95% recyclable

materials: 35-40% high-density polyethylene, 60-65% wood fiber + an UltraShield polymer layer to protect from moisture.

ResortDeck looks like a freshly oiled
hardwood timber deck with the extra
benefits of low maintenance properties, :::f““——*——__ e
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TDECK HAVANA + STONE INSPIRE TILES
-

BYRON SUNSET

CARIBBEAN

CALL NZ: 0800 77 88 77
AUSTRALIA: 1800 722 465
WWW.OUTDURE.COM

HAVANA

8 000

UV RESISTANT, DURABLE
CAPPED TECHNOLOGY

RECYCLED AND RECYCLABLE
MOISTURE AND STAIN RESISTANT
SPLINTER-FREE, NAIL-FREE

MINIMAL FADE

BAL 29 FIRE RATING

FAST DIY FRIENDLY INSTALL
TERMITE AND PEST PROOF
EASILY ACHIEVE A LEVEL

FLUSH-FINISH BETWEEN
INTERIOR FLOOR AND DECK
COMPREHENSIVE WARRANTY

SOLID: 138X23X2800
HOLLOW: 138X23X2800
TRIM/FASCIA: 180X15X2800MM

Please refer to actual samples
for accurate colours and texture.

Designed for fast, easy installation.
Patented hidden QwickClips hold the
boards into place. To minimise waste,

lay in a staggered board layout.

Global Green Tag certified aluminium

QwickGrates for ventilation and access
MATTE BLACK / SILVER FINISH

FOR A DURABLE, STRUCTURAL

SOLUTION INSTALL RESORTDECK

DIMENSIONS: 138X23X2800MM ON QWICKBUILD SYSTEM

ResortDeck can be installed on a
traditional timber sub-frame, or

QwickBuild aluminium framing system.
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